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Dura-Winchline Dura-Winchline

Dura-Winchline trossen er konstrueret til sikkerDura-Winchline mooring rope is designed for
og stabil fortgjning. Trossen har vist sig at havesecure and stable mooring. The rope has proven
egenskaber pa hgjde med den originale Atlas to perform as well as original Atlas and produced
trosse. Den fremstilles efter de samme principgerthe same principles as Atlas, though made of
som Atlas, men produceres af et mere prisdygtalightly cheaper raw materials. It is produced in
ramateriale. Den fremstilles i en lysergd-hvid fasiriish-white colour for distinction, in accordance
sa det skiller sig ud i overensstemmelse med with high German quality demands. Since its
de hgije tyske kvalitetskrav. Siden trossen komintroduction in the early 1990's, the rope has
pa markedet farst i halvfemserne, er den blevegained many satisfied users.
anvendt af mange tilfredse brugere.

Technical specifications:

Tekniske specifikationer: Material: Polyamid, combined monofilaments and
Materiale: Polyamid, kombinerede mono- og multifilaments, UV stabilised
multifilamenter, lysstabiliseret Construction: 6-strand, compact and form-stable
Konstruktion: 6-slaet, kompakt og formlagt ~ Colour: Pinkish-white
Farve: Lys rad Specific gravity: 1.14 g{cmon-floating)
Veegtfylde: 1,14 gi¢ikke flydende) Elongation at break: Approx. 27%
Brudforleengelse: Ca. 27% Melting point: 250°C
Smeltepunkt: 250°C Abrasion resistance: Excellent
Slidstyrke: Meget god
Application:
Anvendelse: Primary mooring winch rope. The rope is

Primeert til spil. Trossen er iseer velegnet pad  particularly used on Ferries, Ro-Ro vessels, Cruise
Feerger, Ro-Ro, krydstogtsskibe og bilskibe. vessels, Car carriers.

Standardleengde pa 220, 200 og 110 m med 2Standard coil lengths 220, 200 and 110 m with 2

PES beskyttede gijer. PES protected eyes.

Varerr./temno. 0 e Er D oo
434724-0400 40 5 1,05 31,0
434724-0440 44 5% 1,25 42,0
434724-0480 48 6 1,48 50,0
434724-0520 52 6% 1,68 54,0
434724-0560 56 7 1,95 66,5
434724-0600 60 7% 2,16 70,0
434724-0620 62 7 3/4 2,35 79,0
434724-0640 64 8 2,45 81,0
434724-0680 68 8% 2,75 94,0
434724-0700 72 9 3,25 107,0 10
434724-0780 78 9 3/4 3,60 120,0

* Stgrre dimensioner kan forespgrges. * Larger dimensions on request.
**\ed splejsning reduceres den opgivne ** Splicing will reduce the minimum breaking
brudstyrke med ca. 10%. strength stated by approx. 10%.
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Dura-Float Dura-Float

Dura-Float trossen er konstrueret i overens- Dura-Float mooring rope is designed in accordance
stemmelse med bevidstheden om konstant  with the awareness of constant development on
udvikling pa markedet og fokus pa kundernes the market and focus on the customers’ needs. It
behov. Det er en flydende, massiv og formstabi$ & fully-floating, solid and form-stable 6-strand
slaet fortgjnings- og spiltrosse, som fremstillesrafiering winch rope and is produced to the same
de samme principper som Atlas og Dura-Winclgiireiples as Atlas and Dura-Winchline, though
Den er lavet af en blanding af polyamid og  made of a composition of Polyamid and high
polypropylene med ekstra hgj brudstyrke, hvilketnacity Polypropylene, which gives the rope
bevirker, at trossen er flydende. Den fremstillebueyancy. It is produced in red colour for easy
rad farve, sa det skiller sig ud i overensstemmeliséinction and in accordance with high German
med de hgje tyske kvalitetskrav. Dette er den quality demands. This is the preferred "first line
foretrukne ‘farste line i land’. ashore’.

Tekniske specifikationer: Technical specifications:
Materiale: Polyamid, mono- og multifilamenter,Material: Polyamid, monofilaments and
kombineret med hgjstyrke polypropylene hjertenultifilaments, combined with high tenacity

lysstabiliseret polypropylene cores, UV stabilised

Konstruktion: 6-slaet, kompakt og formlagt ~ Construction: 6-strand, compact and form-stable

Farve: Rad Colour: Red

Veegtfylde: 0,99 gidftydende) Specific gravity: 0.99 g{éafly-floating)

Brudforleengelse: Ca. 20% Elongation at break: Approx. 20%

Smeltepunkt: 250°C / 165°C Melting point: 250°C / 165°C

Slidstyrke: Meget god Abrasion resistance: Excellent

Anvendelse: Application:

Primaert til spil hvor fortagjning er problematisk Ramary mooring winch rope where distance to the

anvedes til alle skibe). mooring bollard is an issue (can be applied on all
vessels).

Standardleengde pa 220, 200 og 110 m med 2

PES beskyttede gijer. Standard coil lengths 220, 200 and 110 m with 2
PES protected eyes.

Varenr./emno. i e e
434774-0480 48 6 1,40 44,3
434774-0520 52 6 Y% 1,59 51,4
434774-0560 56 7 1,85 59,2
434774-0600 60 7Y% 2,05 67,3
434774-0620 62 73/4 2,20 69,9
434774-0640 64 8 2,30 75,0
434774-0680 68 8% 2,60 81,6
434774-0720 72 9 3,05 94,9
434774-0780 78 9 3/4 3,40 108,0

* Mindre og stgrre dimensioner kan forespgrgésSmaller and larger dimensions on request.
**Ved splejsning reduceres den opgivne ** Splicing will reduce the minimum breaking
brudstyrke med ca. 10%. strength stated by approx. 10%.
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